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First-class tank construction materials 
Make good use of the fitting material for any challenge 
 
Tank builders make different requirements 
on materials in chemical tank and 
apparatus construction depending on the 
field of application concerned: For ex-
ample, on creep strength, stress cracking 
resistance and rigidity. 

For tank construction, you will find the 
most comprehensive offer in sheets and 
welding rods made of PE-HD with 
Röchling.  

All the materials possess very good resist-
ance to chemicals as well as outstanding 
welding and processing characteristics. 

 

 Polystone® G HD black 

This material has controlled FNCT and 
has been implemented safely and re-
liably in tank construction for decades. 

 
 

 Polystone® G black B 100 

For this material, only moulding com-
ounds are employed which are approv-
ed by DIBt (Deutsches Institut für 
Bautechnik – German Institute for 
Constructional Engineering) for the 
production of tanks liable to certification 
mark. The requirements made on PE 
100 (MRS Class) are fulfilled and 
monitored by regular external control. 

 
 

 Polystone® G black B 100-RC 

The material is a PE 100 with unusually 
high stress cracking resistance (FNCT > 
8760 h). It is particularly suitable for pro-
cess and storage tanks, in which the 
material comes into contact with media 
triggering stress cracks. 

Only moulding compounds with DIBt 
approval are also used to produce 
Polystone® G black B 100-RC. 

PE 100-RC is now available in blue 
ex stock as well. 

 

 

Storage programme 

Polystone® G HD black sheets in the 
following dimensions ex stock: 

 2,000 x 1,000 x   1 - 30 mm 

 4,000 x 2,000 x 10 - 30 mm 

 3,000 x 1,500 x   2 - 30 mm 

Polystone® G black B 100 sheets in the 
following dimensions ex stock: 

 4,000 x 2,000 x   6 - 40 mm 

 3,000 x 1,500 x 10 - 30 mm 
 

Polystone® G black B 100-RC in the 
following dimensions ex stock: 

 4,000 x 2,000 x 10 - 25 mm 

 3,000 x 1,500 x   8 - 30 mm  

 

Polystone® G blue B 100-RC sheets ex 
stock in the dimensions: 

 3,000 x 1,500 x 10 - 30 mm 

 

 

Complete system 

Röchling offers you the complete system 
for chemical plant and tank construction: 
Sheets, hollow and U sections, welding 
rods, the tank calculation programme 
RITA3.1, which now comes in a 
completely upgraded version, as well as a 
great deal of know-how. 

 

 

 

 

 
 

We would be pleased to advise you in 
detail about the fitting material for your 
tanks. 

Please write us: 

flash@roechling-plastics.com  

Make good use of the fitting material for any tank: For the most varying requirements in tank 
construction, you will find the most comprehensive offer in sheets and welding rods made of PE-
HD with Röchling 

New ex stock! 
Sheets made of  

Polystone® G black B 100-RC 
Polystone® G blue B 100-RC 

 

New 
ex stock 

New 
ex stock 

 


